










































gd36117
Typewritten Text
22

gd36117
Typewritten Text
39











gd36117
Typewritten Text
27

gd36117
Typewritten Text
39



gd36117
Typewritten Text
28

gd36117
Typewritten Text
39



gd36117
Typewritten Text
29

gd36117
Typewritten Text
39



gd36117
Typewritten Text
30

gd36117
Typewritten Text
39



gd36117
Typewritten Text
31

gd36117
Typewritten Text
39



gd36117
Typewritten Text
32

gd36117
Typewritten Text
39



gd36117
Typewritten Text
33

gd36117
Typewritten Text
39































































W
2
0
-
7
A

11-20-08 REVISED SIGN DESIGNATIONS

4.

3-11-10 ADDED (AFAD)

3.

9-12-13 REVISED DETAIL OF RAISED PAVEMENT MARKERS

9-2-15
DRAWING (A) & REPLACED R2-5A WITH W3-5

REVISED NOTE 2, ADDED NOTE 8, REVISED 

11-07-19 REVISED NOTE 1, ADDED NOTE 9

2. TWO WAY TRAFFIC SEPARATED WITH POSITIVE BARRIER.

1. COMPLETE SIGNING SHOWN ONLY IN CROSSOVER DIRECTION.

NOTES

G
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-
2

G20-2

G20-2

G20-2

G20-2

W1-8
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-
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-
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M4-8

R11-2

R11-3A

M4-10

W20-7A

W
2
0
-
1

W
2
0
-
1

W
4
-
2

W
2
0
-
5

W
2
0
-
1

R4-7a

WHEN WORKERS
ARE PRESENT

R55-1

WHEN WORKERS
ARE PRESENT

R55-1

W3-5

2-2-95

8-15-91

6-8-95 6-8-95

4-26-96

10-18-96

11-18-04

KEEP

RIGHT

W
1-
4

W
1-
4

G20-2

W
1-
4

W
1-
4

 FINES DOUBLE

G20-2

  TO SIGNS OR CHANNELIZING DEVICES AT NIGHT AS NEEDED.

5.  WARNING LIGHTS AND/OR FLAGS MAY BE MOUNTED  

 AREA A R2-1(XX) SHALL BE INSTALLED TO MATCH ORIGINAL SPEED LIMIT.

 AT A MAXIMUM OF 1 MILE INTERVALS.  AT THE END OF THE WORK

 ADDITIONAL R2-1 55MPH SPEED LIMIT SIGNS SHALL  BE INSTALLED

 REQUIRE A SPEED LIMIT OF 55MPH, THE R2-1(45) SHALL  BE OMITTED.

 WHEN THE EXISTING SPEED LIMIT IS 65MPH AND THE PLANS

 SHALL  BE INSTALLED TO MATCH ORIGINAL SPEED LIMIT.

 AT THE END OF THE WORK AREA A R2-1(XX)

 INSTALLED AT A MAXIMUM OF 1 MILE INTERVALS.

 LOCATION.  ADDITIONAL R2-1 45MPH SPEED LIMIT SIGNS SHALL  BE

 OMITTED AND THE W3-5 SHALL  BE INSTALLED AT THAT

 REQUIRE A SPEED LIMIT OF 45MPH, THE R2-1(55) SHALL  BE

 WHEN THE EXISTING SPEED LIMIT IS 55MPH AND THE PLANS

W
1-
4

(AFAD) OPTIONAL.  REFER TO MUTCD.

AUTOMATED FLAGGER ASSISTANCE DEVICE 

ROAD

CLOSED

 

ONE LANE

ROAD

ROAD

ROAD

CLOSED

ROAD

CLOSED

XX

XX

MPH

MPH

XX
MPH

XX
MPH

XX
MPH

ROAD

CLOSED

RIGHT LANE

ROAD

CLOSED

CLOSED

RIGHT LANE

CLOSED

LEFT LANE

LEFT LANE

1 MILE

1 MILE

•MILE

•MILE

1500 FT

1500 FT

ROAD

CLOSED

DETOUR

LOCAL TRAFFIC ONLY

MILES

ROAD CLOSED

 AHEAD

DETOUR

WEST

DETOUR

DETOUR

DETOUR

4

4

4

1500 FT

1000 FT

500 FT

1500 FT

1000 FT

500'

L

•L

L
=

S
x

W

MPH

XX
OR

OR

•L

500'

1000'

L

200'

500'

500'

1000'

500'

FEET

500

F
E

E
T

5
0

0

200' TO 300'

WORK AREA FROM TRAVELED WAY.

CHANNELIZING DEVICES SEPARATE

500'

•

L=SXW FOR SPEEDS OF 45MPH OR MORE.

L=     FOR SPEEDS OF 40MPH OR LESS.
WS

2

60

L= MINIMUM LENGTH OF TAPER.

OR 85TH PERCENTILE SPEED.

S= NUMERICAL  VALUE OF POSTED SPEED LIMIT PRIOR TO WORK

W= WIDTH OF OFFSET.

GENERAL NOTES:
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W
2
0
-
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REVISED PER PART VI, MUTCD, SEPT. 3, 1993

REVISED SPLICE DETAIL, TEXT

WHEN WORKERS
ARE PRESENT

R55-1

 FINES DOUBLE

11-20-08 REVISED SIGN DESIGNATIONS

10-15-09 ADDED REFERENCE TO MASH

CONES

PLASTIC DRUM

VERTICAL PANEL

TYPE III BARRICADE

TYPE II BARRICADE

TYPE I BARRICADE

NOTE:

8" TO 12"

8" TO 12"

8" TO 12"

8" TO 12"

8" TO 12"

8" TO 12"

4" TO 8"

2' MIN

2' MIN

45

45 45

45

6" 6"

4"

4"

36" APPROX.

18" MIN

MIN

36"

MIN

18"

5' MIN2
0
"
2
0
"

3' MIN

3' min

DATE REVISION FILMED

STANDARD DRAWING 

STANDARD TRAFFIC CONTROLS
FOR HIGHWAY CONSTRUCTION

ARKANSAS STATE HIGHWAY COMMISSION

TC-3

D
IR

E
C

T
IO

N

O
F
 

T
R

A
F
F
IC

CLOSED

RIGHT LANE

• MILE

1000'

TRAILER OR TRUCK

500'

500'

100'

25' O.C.

min.

100' O.C.

D
IR

E
C

T
IO

N

O
F
 

T
R

A
F
F
IC

CLOSED

RIGHT LANE

• MILE

TRAILER OR TRUCK
WITH ARROW PANEL

500'

500'

100'

TRAFFIC DRUMS 

25' O.C.

min.

TRAFFIC DRUMS 

100' O.C.

ROAD 

NEXT X.X MILES

SPEED

LIMIT

55

SPEED

LIMIT

45

SEE NOTES

2.

1.

6.

CHANNELIZING DEVICE

KEY:

GENERAL NOTES:

DURATION ON A 4-LANE DIVIDED ROADWAY WHERE HALF OF THE ROADWAY IS CLOSED.

4-LANE DIVIDED ROADWAY WHERE HALF OF THE ROADWAY IS CLOSED.

TYPICAL  APPLICATION - DAYTIME MAINTENANCE OPERATIONS OF SHORT DURATION ON A

WITH FLASHER OR ARROW PANEL

REMOVED OR OBLITERATED AS SOON AS PRACTICABLE.

CONFUSION IN THE MINDS OF VEHICLE OPERATORS SHALL  BE

PAVEMENT MARKINGS NO LONGER APPLICABLE WHICH MIGHT CREATE

4.

4' MIN

VP-1 R

1640'

2640'

NOTES

GENERAL

SEE

TYPICAL  APPLICATION -  CONSTRUCTION OPERATIONS OF INTERMEDIATE TO LONG TERM 

TRAFFIC DRUM

ACROSS ENTIRE ROADWAY.

SHALL  BE OF SUFFICIENT LENGTH TO EXTEND

FOR ALL  ROAD CLOSURES, THE TYPE III  BARRICADES

CHANNELIZING DEVICES 

LEFT LANE

CLOSED

• MILE

780'

780'

780'

500'
100'

100'

780'

780'

780'

780'

2640'

LEFT

MERGE

LANE ENDS

• MILE

CLOSED

TWO LANES

RIGHT

XX

MPH

SITE.

DETERMINED AT

SPEED TO BE

ADVISORY

TYPICAL  APPLICATION - CLOSING MULTIPLE LANES OF A MULTILANE HIGHWAY.

CENTER LANE IS CLOSED.

TYPICAL APPLICATION - 3-LANE ONEWAY ROADWAY WHERE

CENTER LANE

CLOSED

AHEAD

CONFUSION.

PANELS CREATE

IF THE TWO

OMIT THIS PANEL

SPACED

EQUALLY 

(3) W1-6

L=SxW

780'

CENTER LANE

CLOSED

AHEAD

SPACED

EQUALLY 

(3) W1-6

L=SxW

SPACED

EQUALLY 

(3) W1-6

WHITE

ORANGE

GROUND LINE

SIGN POST

OVERLAP

18" MINIMUM

12"O.C.6" MIN.

POST

ADDITIONAL

CLSIGN BOLT

SPLICE BOLTS

CL

ABOVE SIGN

NOT EXTEND

POST SHALL

NOTES:  

DETAIL OF SPLICES

FLAG

RED MATERIAL

FLAG SHALL  BE OF GOOD GRADE

24" MIN

36"

MIN

24"

BOLTS SHALL BE CARRIAGE BOLTS.

VARIOUS POST SUPPORTS. EACH OF THESE

AND 5/16" DIA. BOLTS TO ASSEMBLE THE

1/4" DIA. BOLTS TO MOUNT SIGNS TO POST

NORMAL INSTALLATIONS WILL REQUIRE

STOP SLOW

STOP SLOW PADDLE

FRONT BACK

LEGEND

6" SERIES "C"18"

6"

COLORS

LEGEND-WHITE (REFL)

BACKGROUND-RED (REFL)

LEGEND-BLACK

BACKGROUND-ORANGE (REFL)

AREA OUTSIDE DIAMOND-BLACK

COLORS

5'

VERTICAL PANEL PLACEMENT

ROADWAY SURFACE

36" MIN

OR AS NOTED ON PLANS

SPACING = 2 X POSTED 

SPEED LIMIT

2640'

500'

SPEED

LIMIT

XX NOTES

GENERAL

SEE

500'

SPEED

LIMIT

45

2640'

1320'

440'

440'

440'

NOTES

GENERAL

SEE

SPEED

XX NOTES

GENERAL

SEE
LIMIT

500'

SPEED

XX NOTES

GENERAL

SEE
LIMIT

1320'

440'

440'

440'

SPEED

LIMIT

NOTES

GENERAL

SEE45

ARROW PANEL (IF REQUIRED)

12"

 

24"

DROP OFF > 3"

DRAWN AND PLACED IN USE

*

*

500'

500'

500'
CLOSED

RIGHT LANE

1500 FT

250'

250'

125'

640'

ROAD WORK

END

1 MILE

WORK

ROAD

ROAD WORK

END

1 MILE

WORK

ROAD

ROAD WORK

END

ROAD WORK

END

WORK

1 MILE

WORK

ROAD

ROAD WORK

END

2-2-95

8-15-91

1 MILE

WORK

ROAD

(A)

(B)

(C)

(D)

3.

A MULTIPLE LANE CLOSURE.

REQUIRED PRIOR TO IMPLEMENTING

OF THE HIGHWAY DEPARTMENT WILL  BE

A REVIEW BY THE ROADWAY DESIGN DIVISION

NO. SHS-2)

SHOULD HAVE NO SPLICES (SEE STD. DRAWING

FOR INSTALLATION.  TYPICAL INSTALLATION

USE SPLICES ONLY WHEN NECESSARY

(2" IN GROUND)

6" OVERLAP

SPLICE

TO

GROUND

MIN.

30"

GROUND)

BOLT IN

4" (BOTTOM

SPACING

BOLT

SPLICE

GROUND 4"

MAX. ABOVE

GROUND 36"

MIN. IN

GROUND LINE

6-8-95 6-8-95

10-12-95 MOVED UPPER SPLICE

AND ALL SIGN POSTS SHALL BE PLUMB.

SIGNS SHALL NOT BE PAINTED,

SIGN POSTS SHALL BE PAINTED GREEN;

IN WORK ZONES

10-18-96 ADDED R55-1

W
6
-
1(
s
p
)

W
6
-
1(
s
p
)

4-03-97 ADDED (SP) TO W6-1 & REVISED TRAFFIC CONTROL

DEVICES NOTE

10-1-98 ADDED NOTE

IN THE PLAN OR WHEN RECOMMENDED BY THE ROADWAY DESIGN DIVISION.

A SPEED LIMIT REDUCTION MAY BE IMPLEMENTED ONLY WHEN DESIGNATED

ORIGINAL SPEED LIMIT.

AT THE END OF THE WORK AREA A R2-1(XX) SHALL BE INSTALLED TO MATCH 

LIMIT SIGNS SHALL BE INSTALLED AT A MAXIMUM OF 1 MILE INTERVALS.

LIMIT OF 55MPH, THE R2-1(45) SHALL BE OMITTED.  ADDITIONAL R2-1 55MPH SPEED 

WHEN THE EXISTING SPEED LIMIT IS 65MPH AND THE PLANS REQUIRE A SPEED

THE SPEED LIMIT OR AS DIRECTED BY THE ENGINEER.

BEYOND THE TAPER, MAXIMUM SPACING SHALL BE TWO TIMES

SHOULD BE APPROXIMATELY EQUAL IN FEET TO THE SPEED LIMIT.

THE MAXIMUM SPACING BETWEEN CHANNELIZING DEVICES IN A TAPER

5.

TO SIGNS OR CHANNELIZING DEVICES AT NIGHT AS NEEDED.

WARNING LIGHTS AND/OR FLAGS MAY BE MOUNTED

7.

CLOSURES THAT BEGIN INSIDE THE PROJECT LIMITS.

ADDITIONAL W20-1 (1 MILE) SIGNS ARE NOT REQUIRED IN ADVANCE OF LANE

THE G20-1 SIGN SHALL BE ERECTED 125' IN ADVANCE OF THE JOB LIMIT.

IN LENGTH.  WHEN THE LANE CLOSURE IS NOT AT THE BEGINNING OF THE PROJECT,

THE G20-1 SIGN WILL BE REQUIRED ON JOBS OF OVER TWO MILES

THROUGH WORK ZONES.  FLAGS MAY BE USED ONLY FOR EMERGENCY SITUATIONS.

FLAGGERS SHALL USE STOP/SLOW PADDLES FOR CONTROLLING TRAFFIC8.

9.

10.

TRAFFIC SIDE OF THE DEVICE.

DELINEATED BY PLACING FIVE (5) TRAFFIC DRUMS, EQUALLY SPACED ALONG THE 

TO THE SHOULDER AND NOT BEHIND A POSITIVE BARRIER, THESE DEVICES SHALL BE

CONTINUOUS LINE ON THE FACE OF THE TRAILER.  WHEN PLACED ON OR ADJACENT

MESSAGE SIGNS SHALL BE DELINEATED BY AFFIXING CONSPICUITY MATERIAL IN A 

TRAILER MOUNTED DEVICES SUCH AS ARROW PANELS AND PORTABLE CHANGEABLE

11-18-04 ADDED NOTE

SPEED

LIMIT

XX

 

A R2-1(XX) SHALL BE INSTALLED TO MATCH ORIGINAL SPEED LIMIT.

INSTALLED AT A MAXIMUM OF 1 MILE INTERVALS.  AT THE END OF THE WORK AREA

INSTALLED AT THAT LOCATION.  ADDITIONAL R2-1 45MPH SPEED LIMIT SIGNS SHALL BE

LIMIT OF 45MPH, THE R2-1(55) SHALL BE OMITTED AND THE W3-5 SHALL BE

WHEN THE EXISTING SPEED LIMIT IS 55MPH AND THE PLANS REQUIRE A SPEED

9-2-15 REVISED NOTE 2 & REPLACED R2-5A WITH W3-5

SPEED

LIMIT

XX

SPEED

LIMIT

XX

7-25-19 REVISED TRAFFIC CONTROL DEVICES DETAILS

STABILIZED WEDGE

STABILIZED WEDGETRAVELED WAY

3:1 OR FLATTER

IN SECTION 603.02 OF THE STANDARD SPECIFICATIONS.

SHALL MEET THE REQUIREMENTS PROVIDED

MATERIALS FOR THE STABILIZED WEDGE 

NOTE:

ASSESSING SAFETY HARDWARE (MASH).

ALL PLASTIC DRUMS AND CONES SHALL MEET THE REQUIREMENTS OF MANUAL FOR 

REFLECTORIZED IN ACCORDANCE WITH THE M.U.T.C.D.

BE USED ON ALL  ROADWAYS, AND SHALL  BE

DURING HOURS OF DARKNESS, 28" CONES SHALL

MULTI-LANE HIGHWAYS, THEY SHALL  BE  28" MIN.

WHEN CONES ARE USED ON FREEWAYS AND

MANUAL FOR ASSESSING SAFETY HARDWARE (MASH).

CHANGEABLE MESSAGE SIGNS SHALL MEET THE REQUIREMENTS OF THE 

ALL TRAILER MOUNTED DEVICES SUCH AS ARROW PANELS AND PORTABLE11.

11-07-19 REVISED NOTE 9, ADDED NOTE 11

2-27-20 REVISED TRAFFIC CONTROL DEVICES DETAILS

IF AND WHERE DIRECTED BY THE ENGINEER.

USED WHERE THE ROADWAY IS UNOBSTRUCTED 

W21-5, W21-5a, AND/OR W21-5b SIGNS SHALL BE5.

IF AND WHERE DIRECTED BY THE ENGINEER.

IN LIEU OF PRECAST CONCRETE BARRIER WALL,

STRIPING, AND TRAFFIC DRUMS CAN BE USED 

A STABILIZED WEDGE, W8-17 SIGN, EDGE LINE4.

IF AND WHERE DIRECTED BY THE ENGINEER.

SIGN, EDGE LINE STRIPING, AND TRAFFIC DRUMS, 

USED IN LIEU OF A STABILIZED WEDGE, W8-17 

PRECAST CONCRETE BARRIER WALL CAN BE 3.

WIDTH, A STABILIZED WEDGE SHALL BE USED.

TRAFFIC DRUMS ON THE REMAINING SHOULDER

WHEN THERE IS INSUFFICIENT WIDTH TO PLACE2.

VERTICAL PANELS SHALL BE USED.

ON THE REMAINING SHOULDER WIDTH, THEN 

INSUFFICIENT WIDTH TO PLACE TRAFFIC DRUMS 

OF THE TRAVELED LANE AND THERE IS 

WHEN THE SHOULDER AREA IS USED AS PART 1.

GENERAL NOTES:



MIN.
1'-0"

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

FILTER SOCK ALONG SLOPE (E-3)

EMBED 12'' MIN.

3'MAX. SPACING

WOOD POSTS

2''X4'' NOMINAL

(TYPE 3)

GEOTEXTILE FABRIC

EMBED 12'' MIN.

3'MAX. SPACING

WOOD POSTS

2''X4'' NOMINAL

GEOTEXTILE FABRIC; APPROX.8'' BURIED IN TRENCH

DROP INLET SILT FENCE (E-7)

WITH SECTION 625

(TYPE 3) IN ACCORDANCE

GEOTEXTILE FABRIC

WITH SECTION 625

(TYPE 4) IN ACCORDANCE

GEOTEXTILE FABRIC

WITH SECTION 625

(TYPE 3) IN ACCORDANCE

GEOTEXTILE FABRIC

ISSUED R.D.M. 298-7-28-76

WITH ON-SITE CONDITIONS.

AND ARRANGEMENT VARIABLE

NUMBER OF SAND BAGS

SAND BAGS SAND BAGS

FLOW LINE OF DITCH

CHECK

DITCH

LIMITS OF PAYMENT

R/W FENCE

ELEVATION

SLOPE 
OF 

FI
LL

R/W FENCE

30'' RUNOFF

(TIE TO FENCE)

GROUND L
INE

  

REDRAWN

SAND BAG DITCH CHECK (E-5)

WATER LEVEL

IN AREA OF OVERFLOW

AT BASE OF DITCH CHECK

PLACE SAND BAGS

SECTION B-BSECTION A-A

SECTION B-BSECTION A-A

FLOW LINE OF DITCH

WATER LEVEL

ROCK DITCH CHECK (E-6)

ROCK FILTER

IN AREA OF OVERFLOW

OF DITCH CHECK

PLACE ROCK AT BASE

APPROX. 2:1 SLOPE

D.I.

PLAN

CC

SECTION C-C

FLOW

D.I.

6'' MIN.6'' MIN.

18'' TO 24'' NORMAL

VARIABLE

6'' MIN.6'' MIN.

18'' TO 24'' NORMAL

VARIABLE

WOOD FRAME

2''X4'' NOMINAL

CLOTH; COMPACT THOROUGHLY.

FILL TRENCH TO ANCHOR BOTTOM OF

TRENCH APPROX. 4'' DEEP X 4'' WIDE;

WOOD FRAME

2''X4'' NOMINAL

WOOD FRAME

2''X4'' NOMINAL

18'' MAX.

15'' MIN.

GEOTEXTILE FABRIC

BACKFILL

EARTH

COMPACTED

BACKFILL

COMPACTED EARTH

RUNOFF

REDRAWN

8''

SILT FENCE ON R/W FENCE (E-4)

POST (EMBED 2' MIN.)

6' MAX.

30"

8"

SILT FENCE (E-11)

6'' MIN.

2' MIN.

2'+
-

2'+-

END OF FABRIC

6'' MIN. BURIED

END OF FABRIC

6" MIN. BURIED

EMBANK.

EMBANK.

CONSTR.
TRAFFIC

24' MIN. (2 LANES)

BALED STRAW

STAKE (2 PER BALE)

GENERAL NOTES

GENERAL NOTES

GENERAL NOTES

11-18-98

12-15-11

REVISED E-1,4.7 & 11; DELETED E-2 & 3

REV. E-4 & E-11 MIN. 13" BURIED END OF FABRIC

REVISED SILT FENCE E-4 AND E-11

ADDED BALED STRAW FILTER BARRIER (E-2)

ADDED NOTES

DELETED BALED STRAW DITCH CHECK & ADDED WATTLE DITCH CHECK

WILL NOT BE MADE.

OVERLAPPED INSTEAD.  PAYMENT OF ADDITIONAL MATERIAL FOR OVERLAP

ONLY AT A SUPPORT POST OR TWO SECTIONS OF FENCE MAY BE

GEOTEXTILE FABRIC SHALL BE SPLICED TOGETHER WITH A SEWN SEAM

6-2-94

7-20-95

STAKES

2'  DOWNSLOPE

STAKES

2'  UPSLOPE

GENERAL NOTES

STAKES

2'  DOWNSLOPE

STAKES

2'  UPSLOPE

AT AN ANGLE TO WEDGE WATTLE TO BOTTOM OF DITCH.

INSTALL A MINIMUM OF 2 UPSLOPE STAKES AND 4 DOWNSLOPE STAKES

WATTLE DITCH CHECK (E-1)

NATURAL GROUND

FLAT BOTTOM

DITCH

A

A

B

B

(FLAT-BOTTOM TYPE)

ROADSIDE DITCHES

SECTION B-B

2' MAX.

DITCH CHECK

WATTLE
DITCH CHECK

WATTLE

(V-TYPE)

ROADSIDE DITCHES

SECTION A-A

2' MAX.

2 IN.

WILL NOT BE MADE.

PAYMENT OF ADDITIONAL MATERIAL FOR OVERLAP

TWO SECTIONS OF FENCE MAY BE OVERLAPPED INSTEAD.  

WITH A SEWN SEAM ONLY AT A SUPPORT POST, OR 

GEOTEXTILE FABRIC SHALL BE SPLICED TOGETHER 

BALED STRAW FILTER BARRIER (E-2)

AT THE CONTRACT UNIT PRICE BID PER BALE FOR BALED STRAW DITCH CHECKS.

BY THE BALE IN PLACE AS AUTHORIZED BY THE ENGINEER AND WILL BE PAID FOR 

3. BALED STRAW FILTER BARRIERS COMPLETED AND ACCEPTED WILL BE MEASURED 

2. NO GAPS SHALL BE LEFT BETWEEN BALES.

THE BALES SHALL BE A MINIMUM OF 30 INCHES IN LENGTH. 

AROUND THE SIDES RATHER THAN ALONG THE TOPS AND BOTTOMS OF THE BALES. 

1. STRAW BALES SHALL BE INSTALLED SO THAT THE BINDINGS ARE ORIENTED 

UNDERCUTTING OR DOWNSTREAM RILLS ARE OBSERVED.

5. INSPECT FILTER SOCKS AFTER EACH RUNOFF EVENT. REMOVE AND REPLACE IF SIGNS OF

SOCKS MAY BE JOINTED OR STAGGERED AS SHOWN IN DETAILS.  

4. FILTER SOCKS MAY BE UP TO 250 FEET LONG. WHEN USED ON LONG SLOPES, FILTER

POSTS, BUT PRICE WILL BE CONSIDERED SUBIDIARY TO "FILTER SOCK (18")."

TO THE REQUIREMENTS OF ASTM A702. NO ADDITIONAL PAYMENT WILL BE PROVIDED FOR STEEL

SHALL BE STUDDED, EMBOSSED, OR PUNCHED. POSTS AND ANCHOR PLATES SHALL CONFORM

EQUIPPED WITH ANCHOR PLATE HAVING A MINIMUM AREA OF 14 SQUARE INCHES. POSTS

HIGH-GRADE WEATHER RESISTANT BROWN OR BLACK STEEL PAINT. STEEL POSTS SHALL BE

MINIMUM OF 1.25 LB./FT. POSTS SHALL BE HOT-DIPPED GALVANIZED OR PAINTED WITH

3. STEEL POSTS MAY BE USED AND SHALL BE ROLLED FROM HIGH CARBON STEEL AND HAVE A 

DIAMETER TOLERANCE IS 2 INCHES, AS FILTER SOCKS TEND TO FLATTEN OUT WHEN PLACED.

2. FILTER SOCKS ARE TYPICALLY SUPPLIED AND INSTALLED WITH 18 INCH DIAMETERS. 

AS SEDIMENT-TRAPPING DEVICES FOR SHEET FLOW RUNOFF.

1. FILTER SOCKS CAN BE PLACED AT THE TOP, ON THE FACE, AND AT THE TOE OF SLOPES 

NOTES:

LINE (TYP.)

CONTOUR 

F
L

O
W

F
L
O

W

FILTER SOCK

COMPOST 

FLO
W

DROP INLET

FLOW
FLOW

FLOW

(PAVEMENT APPLICATION).

PREVENT SOCK MOVEMENT WHEN NOT STAKED

WHEN CONDITIONS ALLOW. TIE SOCK AT OVERLAP TO

2" X 2" X 2'-9" MIN. WOODEN STAKES 3' O.C. (TYP)

INLET

DROP 

FILTER SOCK (18")

NORMAL

3'-0" O.C.

INSIDE DIAMETER

6'-0" MIN.

  WHERE SAFETY IS NOT A CONCERN.

2. USE 18" DIA.  SOCK IN NON-TRAFFIC AREAS OR AREAS

1. OVERLAP ENDS OF SOCK (1' MIN. 3' MAX.).

NOTES:

COMPOST FILTER SOCK DROP INLET PROTECTION (E-13)

AA

L
E

N
G

T
H
 

V
A

R
IE

S

AT ENDS

TURN LIP UPWARD
  FLOW AROUND (TYP.)

  EACH END TO PREVENT

  2'-0" AT 30° ANGLE

2
'-

0
"
 

M
IN
.*

*

30°

(T
Y
P
.)

S
U
R
F
A
C
E
 
F
L
O

W

(TYP.)

SURFACE FLOW

DROP INLET PERSPECTIVE VIEW
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